Source When using Epson
projector, be sure
remote control Source
(Componemt) (PC_) - -
is on S-Video
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Step 1 Turnon the
Power with the wall
switch located left of TV

v

Step 2 Turnon the
VoCoPro player

'

To play CD/
DVD/Karaoke

Step 3 Turnon the TV
with the push switch in
bottom center of TV

Judith Gaylord  417-631-8463 Lois Katz 201-8586
Deb Engstrom 616-450-4599 Covie Herrera  600-0955
Lee Mascolo 556-2614 Dale Krumreich 573-3946
Donna Bartoli 831-261-7338 Peter Cunningham 592-9715

If you want to to use the

projector and screen at

the same time, use the
Epson remote control
to turn on projector.

The screen lowers
automatically —you
don’t needto do
anything

!

Step 4 Set the HDMI
Switch to Port 1 by
pressing the Select

button

v

Step 5 Using the
VoCoPro remote
control press the open/
close button toinsert
the CD/DVD

v

Step 6 Usingthe
VoCoPro remote
control press the open/
close button again to
close CD/DVD tray

2 TV 5 COMPOSITE (RW)Y) (VCR, GAME)
HDMI (PC, CAMERA, VIDEO)

“AUDIO" SET TO “PASS”
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If there is no picture on
TV, be sure the input
selector on right side of
TVis set to HDMI 1

f there is no sound, be
sure the Peavey Amp
power switch is in the
ON position and the
power light is on

Input select
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Step 7 Follow steps 6, 5, 4, 3, 2, 1 to leave the equipment like you found it




MEDIA INPUT PANEL

COMPOSITE (R, W, Y)

HDMI (COMPUTER,

VGA (COMPUTER) X
A (COMPUTER) CAMERA, VIDEO)

3 HDMI (PC, CAMERA, VIDEO)

Unit 3 AV System Media Gateway Input Panel, Front View. This panel is used to convert various video and audio signal formats to HDMI format and feed
them to the HDMI switch located on the right side of the panel. Connectors for three types of external signal formats are nested on the left side.
Composite (R, W, Y) used for Older VCR, Wii game, video cameras. Below that is a VGA input port for use with computers. There is an audio input port
beside it for use when audio is supplied from the source computer headphone jack. (There is no audio embedded in the VGA signal.) On the right side of
the nest is an HDMI port. That is a straight through HDMI connector for use when someone brings their own signal source (such as a computer or Blu-
Ray DVD player that has an HDMI output.) The long box on the right is the 5x1 HDMI switch to accommodate the three signhals described above plus the
HDMI signal from our DVD/Karaoke player and the signal from our cable TV box. A button on the front allows selection of one of the five inputs. There is
a remote control for doing the selection also. The “Audio” button allows a choice of audio formats. We use the straight through (Pass) HDMI audio
format.
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The rear view is pretty simple. Three HDMI cables will connect from the nest of format converter boxes nested on the right side to ports 3, 4,
and 5, on the 5x1 switch. Ports 1 and 2 on the switch will connect to the DVD/Karaoke player and the cable TV box. The single HDMI
connector on the switch will connect to the HDMI splitter that simultaneously feeds both the TV and the Overhead Projector. The Red and
White RCA jacks will connect audio from the selected input port to the hum reducer transformer. The switch box requires 5-volt power from
the supplied power cord.
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